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500, an 1rcraft engine plant 1n7*‘ !
en, working three shifts, Accordi
plani proéuced -piston envines and Jet engines,

‘the assembly of piston envines, German engineers employed
plant said that they worked near the. 3et~enwine

workshop specially fenced off, From this fact

" that the German engineers. frequently went to the test st dy

inferred that they were enployed for the develorm
of jet engineso :

25X1

24

the jet enﬂine test stand was on th
northvestern side pLant, It was about 20 meters high an
had & floor space of 60 square meters, A reinforced Onér‘

ceiling 30 em thick was put in about 9 meters above

engines were nounted on thils inserted celling. Ani

to this: ceiling and tie tested engines were lifted b*i an
_hoistin%'device@ » s zin

o Two shipping boxes
day .in he warpenter shop of t
b thelr: interior was lined wit
ai 9
Pte' £ the plan.to From Soviet work
: es were to be shipped in the bo
npl yees, 30 percent of whol
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3. the PV canp was located in an old
workshop Just by the side of {he new test stand., 4bout 100 Fis
vworked. In three shifts at inhe P ecarpentry shop located in tle
same woritshop. Shirping boxes were 'anufactured and old onesc wepre
repaired there. The upper scetilon of the boxes was detachable
and strensthened by flat iron. Four stronz lron eyes were fitied
at the upper side of the boxes which were about 2,%9x1.3x1.5 retepr: 3
Accordipg to a rousgh estimate, 12 to 20 boxes were ranufact:
reraired within a 24-houy period, The bores were, however, manu
factured on spewlal reguests wuhich waried *reatly as to tne nwabe
te be produced, The finished boxes were trucked away. The triacks
vonld return after 20 minutes at nost.

4. The new jet enzine test stand was at the nortavestern side of the
- .

plant. | it was about 17 reters hiszh and 25 meters long, The side
facling the P camp was covered with a shutter-like vooden strictive
vl

)

The noise heard from this test stand was entirely different §

that rrcoduced by conventional piston engines and thersfore it

gonerally assumed amonm PUs that jet enzines were beine tesved

there. .
: 25X1X

25X1A
Cepsens. I . - ine test stand

see annex 1, In the sketch the height of Lhe test stand is csiven a

12 neters, while in the body of the renort

ags 2 reters. 25X1X T
25X1A gocnent. | = <tch of these voxes. see &nnex 2. 25X1X
25X 1A I C Oritent. .

25X1A Information 1"1.‘01;1_ el the present report appears
irmrcbable and does not azree vith staterents by other PUs., This
applies particularly to the estimated measurements of the huildines
and shivping boxes,

Annexas :
LUnoxas

1. Sketch of Jet Engine Test Stand at FPactory No. 500
2. Shketches of Shipping Boves
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